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Metal roof deck roofing @ 3° pitch and riped to suit fall on roof

NOTE:
1: NEW ROOF TO BE ROOFDECK LONGRUN COLOURSTEEL IRON
2. ALL FLASHINGS AND FIXINGS TO E2/AS1

3. ROOF PITCH 3°TO BE COMFIRMED BY BUILDER

300mm Parapet with Box gutter

Roof Plan scale1:100

100x100 SHS post supporting U/B 250

300x80mm High Parapet
around roof
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NOTES:

T ﬂs = SMOKE ALARMS TO AS:3786 (OR OTHER APPROTE STANDARD) WHERE
SHOWEN.

2. ALL EXTERNAL FRAMING TO BE H1.2 WITH H3.1 BOTTOM PLATE.
3. ALL FRAMING TO BE SG-8
4. SOFFIT MATERIAL AND PURLINS TO BE SG-6.
RISK MATRIX 5. ALL GLAZING TO NZS/AS:4223, ALL WINDOWS SAFTY GLASS,
3 6. ALL GLAZING TO BE DOUBLE GLAZED.
Very Total Area of House Inc Garage = 150.50m 7. PLUMBING TO AS/NZS:3500.
Risk Scores Medium High High score Area of House without Garage = 115.00m? 8. PIGMENTED SEALER BOTTOM COAT AND WATERBOURNE ENAMET COAT TO ALL
| Wind Zone per NZS 3604 0 0 114 = 0 1 Area of Garage = 41.50m? WET AREAS - PAINT TO COMPLY WITH NZBC ES 3.1.2.
Number of storeys 00 1 2 4 0 A f Insulation (not In = 115.00m2 9. BOXED SHOWER TRYS 900x900MM
Roof/Wall intersection design 00 1 3 5 0 rea o c garage) = 115. 10. INSULATION TO R2.6 MIN FOR WALLS & R3.2 MIN FOR CEILING (BINKBATTS)
[ Eaves width 010 1 2 5 0 Perimeter of Total House = 64,600mm 11. 90x45mm MSG-8 TIMBER FRAMED WALL WITH STUDS @ 600 CRS
|_Envelope complexity oo 1 3 6 0 Perimeter of Insulation Ground Floor = 52,200mm 12. STUCCO PLASTER ON EPS EXT. CLADDING WITH GIB INT.
[Deck design 010 2 4 3 T 13. CARPET TO BEDROOM AND WIR, TILES TO ENSUITE/BATH AND CONCRETE
FLOOR TO GARAGE.
Totalriskscore [ 1 | 14, 100mm DIA. S.W. TO FALL AT MIN. 1:100 & 100MM DIA. S.S TO FALL AT MIN. 1:100
15. ANY DRAIN LESS THE 500mm DEEP TO BE COVERED BY 75mm CONCRETE
Rusticated Weatherboard ok direct fixed 16. KEEP FINISHED GROUND LEVEL MIN, 225mm BELOW FLOOR LEVEL
17. ALL INTERNAL DORRS 810mm
18. €@ —_ —® =MECHANICAL VENTILATION THRU WALL OR SOFFIT
Roof line and 100mm thick conc slab arcund house line ——————————
\
- e S 25.800 i, T . ) ~—— 100x100mm SHS Posts.
0200, ,0100 6100 0.100,. 3000 0100, 1850 0100, 1650 0100 3200 0100, 14000 1200 , 4.000 i
S
b \
41*’-”
‘a
o -
S 8 Company Title
= ¢/ Al acxad L aoxo & f =
=t .
E 5 1/200xas L !
o o 8 g 8 2/100xas L
N o
o~ o
Bed Rm 2
o Q = o 387 High Street
o o (=} M . S g
Q = = ain Bed R
m < < " : Motueka
g o Lounge J Nelson (NZ)
Double Garage o 8 g 7120
8 o o o : = %
B 9 B S o R o
0 Y o : o N :
255 = o o e %5 R 3 Job Title
8 s c s o © i
g 33‘ 3 : o 4 Walnut Drive
% Kitchen . .
4 Walnut Drive
(=]
S 2/zoor a5t I Motueka, 7120
; @
= Q i . > 3 Tasman / Nelson
< Dinnin
e § » 2/2coxqs 2 2cxmas L Bed Rm 3 ? 9
o o C F{‘ E o -
o 1 =y P =] Drawing Name
| [ole=} |
2 & o . QQ%%DI_ 34 " ﬁ ) 2 | FIOO[" Plﬂn
n 2 8 g RS- oo 2/ 190% 45 L o |
N e o I:pc g = |
o o | CONFIDENTIAL.
g COPYRIGHT, All TOTAL DESIGN AND BUILD Ltd Designs, Plans
© and Drawings are subject Copyright
= Any attempted or actual infringement by using, reproducing. o
copying of some or wholly or in part without prior written
permission will result in court proceedings
| ALL CONSTRUCTION TO COMPLY w.-’r_b c_ \ AUTHORTTY REQUIREMEFITS
| NZBIA NZ CODE/APPROVED DOCUMENTS AND MEAMS O
0.100 1700 0.100 2.900 3.000 0.10¢ 3.100 0.100 4 11: 0.190 2.900 0.100 1.000 COMPLIANCE INC NZS5 3604
0.200 25.600 WAL
po— r~ i T — - —




s 16.400 " 5200 +
" 5,000 y 5.000 ; 5.000 . 5,000 o 1600
1 4 = JOO.- - W(A 1:100 10
-- e - i [[="<1" ' 4
Bgvg N [m\ ¥ ’ !\00 N N ( 5 ch_, Elod -~ 5 _B&Mg_* 1o S S
DP Fd rd Fd rd : rd I d i rd 4 4 DP 7 4
&T «0.. -V
i T S R D R A S A, T T &
N = . - N “
™" NH—_ v | : 1
r = M )
\ ﬁ sk =l ESH | 3 § | N
=i N
g8 | N | | | \
< N I | N 8 8
2~ B | N 8! 12
N | | [ b~
|
\ ' | | | N9l S
N a
-~ §— __— Y = = = = = = — = = = — — — —‘ e e e e e ke e R e B ey T - —-E o . 8
\ | | do]g 2
A N | : ! \ g/\ g
N i é‘ | N I 1~
N 3 | Z. 7 7 77 | g | A
8 N | | n N
= N ; A ] :
7 Vi 77 AW be] | \ [
A\ Slab rebate to garage door (3] Y ‘ A
slope 25mm to outside of building 8 o 5 /
pt- F I
>
ki o ’ A A A ), A s A
&T| o
o
o B80MM /
BDMN o e / &
PVC loo.. PYe 1100 N o DP -
oF ey — ) sl —— ; ma——
20 series concrete black foundation wall min. " ¥ 4.800 ; 3.000 4 3.200 P 4.400 "
300dp. solid bearing concrete footing. Q
NOTES: SLAB:

1: HW.C COOPER DRAIN PIPE (MIN. 20mm) TO FINISH OVER EXTERNAL GULLY TRAP (G.T)

2: HW. TO SEISMICALLY RESTRAINED AND HAVE A TEMPERING VALVE TO HOT WATER

LINE BEFORE SERVICES COMPLYING WITH NZBC.

3:  INSTALL CEILING FANS/RANGEHOOD, VENTED TO EXTERIOR THROUGH SOFFIT.

MECHANICAL VENTILATION TO COMPLY WITH NZBC SEC. E2 E3 & G4

4: TERMINAL VENT (T.V) TO BE 80mm DIA, VERT. UP THE OUT SIDE OF BUILDING

100mm REINFORCED CONCRETE SLAB
REINFORCED WITH HRC MESH, 0.25 PERMATHENE
D.P.C ON 50mm SAND BLINDING & 150mm MIN.
WELL COMPACTED HARDFILL.

SAW CUTS AS INDICATED ON PLAN = S.C

\a SUPPLEMENTRY REINFORCING
\BARS 2/D12 @ 1.2m LONG

FRAMING TO OVERHANG 6mm OVER SLAB EDGE FULLY
DIMENSIONED SLAB SET-OUT PLAN TO PROVIDED BY
PRECUT FABRICATOR.

ALL FOUNDATIONS SHULL BE TAKEN TO '‘GOOD
GROUND' TO GIVE ADEQUATE SOLID BEARING AS PER
NZS 3604:1999 AND AMMENDMENT
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