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NOTES:

1. 2 =SMOKE ALARMS TO AS 3786 (OR OTHER APPROTE STANDARD) WHERE
SHOWEN.

2. ALL EXTERNAL FRAMING TO BE Hl.2 WITH H3.1 BOTTOM PLATE.
3 ALL FRAMING TO BE SG-8

4. SOFFIT MATERIAL AND PURLINS TO BE SG-6.

5. ALL GLAZING TO NZS/AS:4223. ALL WINDOWS SAFTY GLASS.
6. ALL GLAZING TO BE DOUBLE GLAZED.

7. PLUMBING TO AS/NZS:3500.

8, PIGMENTED SEALER BOTTOM COAT AND WATERBOURNE ENAMET COAT TO ALL

WET AREAS - PAINT TO COMPLY WITH NZBC ES 3.1.2.
9. BOXED SHOWER TRYS 900x900MM

10. INSULATION TO R2.6 MIN FOR WALLS & R3.2 MIN FOR CEILING (BINKBATTS)
11. 90x45mm MSG-8 TIMBER FRAMED WALL WITH STUDS @ 600 CRS
12. STUCCO PLASTER ON EPS EXT, CLADDING WITH GIB INT.

13. CARPET TO BEDROOM AND W/R TILES TO ENSUITE/BATH AND CONCRETE

FLOOR TO GARAGE.

14. 100mm DIA. S.W. TO FALL AT MIN. 1:100 & 100MM DIA. S.S TO FALL AT MIN. 1:100

15, ANY DRAIN LESS THE 500mm DEEP TO BE COVERED BY 75mm CONCRETE

16. KEEP FINISHED GROUND LEVEL MIN, 225mm BELOW FLOOR LEVEL
17. ALL INTERNAL DORRS 810mm

18. &6Z3& = MECHANICAL VENTILATION THRU WALL OR SOFFIT

100xlOOrnm SHS Posts.

0

190>:190390,nm black concrele filled concreTe blocks
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1 H.W C COOPER DRAIN PIPE (MIN. 20mm) TO FINISH OVER EXTERNAL GULLY TRAP (G T)

2. H.W. TO SEISMICALLY RESTRAINED AND HAVE A TEMPERING VALVE TO HOT WATER

LINE BEFORE SERVICES COMPLYING WITH NZBC,

3: INSTALL CEILING FANS/RANGEHOOD. VENTED TO EXTERIOR THROUGH SOFFIT.
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